
Leakages In The Roof Platform On Citroën DS And
ID Model Cars

Citroën Technical Bulletin Number 51

This was an official Citroën Factory service bulletin, written during the era of the DS's production. It
covers completely the process of removing and replacing the roof on older DS's and ID's. It does not
cover removal of the roof on newer cars with a roof that was glued on rather than bolted on. I may cover
this in a later version of these pages.

Home        1st Case         2nd Case and Breaks

Parts Information for 1966-1969 models:

DLF, DYF, DJF, DXF models●   

DV, DT models●   

DX, DJ, DY, DL models●   

Tony's roof clip drawings Thanks to Tony Jackson for these fine drawings. The clips are an
important but hard to find part. Tony suggests that the drawings are not exact, so be sure to model
the original clip for curvature. On most later cars, the roof is glued on rather that bolted. You will
need to get or make more of them if you are converting from a bonded to a bolted roof. See this for
detailed instructions on making your own clips.

●   

Some of the materials and procedures are dated, or may not be suitable for cars that are no longer in like
new condition. The following should be observed:

When paper tape is mentioned you can used masking tape.1.  

A modern replacement for "mastic" is urethane adhesive. Beige color has been suggested as the
original color, but it would be wise to simply match the stuff found on your car.

2.  

When doing this or any other restoration work, it is highly advisable to have a parts manual on
hand to obtain part numbers. This makes it much easier to find them.

3.  

These pages are image heavy. Please be patient during download.

Thanks to Rick Levy for sending me this article!

Copyright 2000 by Mark L. Bardenwerper, Sr. All rights reserved.
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Leakages In The Roof Platform

Citroën Technical Bulletin Number 51

1st Case

The water appears In the bottom of the roof platform and runs mainly through the passage hole of
the roof antenna at the right front side of the front passenger seat.

Home Back 1st Case 2nd Case and Breaks

In the majority of these cases (and if the headlining is not soaked), it is a matter of imperfect mounting of
the roof.

In order to be sure, laterally spray the car with a jet,
particularly at the right of the roof mounting screw. If the
water does not penetrate around the screw, then the roof is
mounted improperly.

Remove the roof. Clean the platform.

Mount the roof as indicated below:

Catch three pilot screws, the first (A) at the front, in line with
the axis of the car, and the two others (B) on the side rails of
the platform, approximately above the center post. Lock
these screws with nuts having a maximum thickness of 4
mm.
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Correctly position the rear rubber sealing strip. Carefully
glue it to the round rear section and hold it in place with the
help of masking tape (C).

Apply a supplementary band of mastic at (D).

Glue the fourteen rubber spacer washers (E, Part# D825-90)
on the platform at the holes for fastening the roof.

Deposit a continuous ribbon of mastic (semi-liquid plastic
compound) in the front section of the roof platform (see F).

Use a caulking gun.
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Fit the roof at its front position on the pilot screw (A)

Set the roof on the platform, centralize it be lateral pilot
screws (B).

Clamp it at the right and left as indicated in the picture.

Tighten the nuts on the three pilot screws without locking
them.

Attach the other fourteen screws (put the washers under the
heads). Catch the nuts without tightening them.

Start tightening the nuts beginning with the front center pilot
screw (A).

Successively, tighten a screw to the right, then to the left,
working progressively toward the rear.
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Tamp the mastic into the two rear corners and see that the lips of the rubber
strip are in correct position at (G).

Lay a ribbon of sealing mastic into the front gutter.

Carefully compress the mastic into the gutter, being sure to
cover the upper part of the rubber lip.

Spread the mastic evenly, using a rag saturated with soapy
water.

Thanks to Rick Levy for sending me this article!

Copyright 2000 by Mark L. Bardenwerper, Sr. All rights reserved.

cando@compufort.comt Last Modified 05/07/00
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Leakages In The Roof Platform
Citroën Technical Bulletin Number 51

2nd Case and Breaks

Water appears in the bottom of the roof platform.

Home Back 1st Case 2nd Case and Breaks

The water penetrates, by capillary action, through the roof mounting screws.

To detect this leak it is necessary to spray the car laterally to
the right of the mounting screws.

Remove the screw causing the leak. If the platform is not
deformed, and if the washer under the head of the screw is
not "dished", replace the screw, interposing a rubber washer
(H) (D.825-90) into the platform and a 7mm diameter fiber
washer (H), a plastic-metal washer (7 mm diameter) between
the platform sheet metal and the steel washer under the head
of the screw.

Cover the head of the screw with mastic.
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If, after removal of the screw, the platform is found to be
deformed (bent upward), it is necessary to remove the roof in
order to "correct" the platform and, sometimes, the roof
attaching clips.

In case the roof clips need to be redressed, it is advisable to
work with care in order to avoid any deformation of the roof
frame.

Afterward, reinstall the roof as shown in the 1st Case.

Mounting Of The Roof On The Station Wagon (Break)
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The mounting of the roof is done in the same manner as for the sedan.

However, it is advisable, after mounting, to place a ball of mastic at both
ends of the rear of the roof as indicated (at A) in the picture.

Thanks to Rick Levy for sending me this article!

Copyright 2000 by Mark L. Bardenwerper, Sr. All rights reserved.

cando@compufort.com Last Modified 08/20/00
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Citroën ID/DS Roof Parts
Reprinted from Factory Parts Manuals
Covers Model Years 1966 to 1969 Only

Click on page numbers to view accompanying text in your browser
To print, save images and open them in a paint program. Rotate them 90°, then use setup to fit image to page.
Yes it's crude, but it works!

Models: DLF, DYF, DJF, DXF

Page 698  701
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DX-DJ-DY-DL
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